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PROFESSIONAL SOUND SYSTEM




A-ONE系列专业功放承袭了DETON产品一贯的高效、可靠及音色出众的品质，由于采用了更先进的环形变压器工艺，使得该产品频响更宽，在驱动2Ω负载时能游刃有余。

· 环形变压器,高耐压电容使得该功放频带更宽，纹波输出更小，音质更加靓丽。  

· 每通道15对MOTOROLA大功率对管，功率输出强劲，声音还原逼真。

· 隧道式散热结构，散热效果更好。 

· 2mm钢质一体化机箱，变压器上下固定，抗震、耐压性能更好。 

· 开机软起动，防浪涌设计，更好地保护后级设备。 

· 高效率智能风扇冷却系统，随温度不同，风扇转速自动调节，以使整机静噪更小。 

· 在系统过载时，自动对输入信号限幅，以确保音箱不受损坏。 

· 其它保护线路：过载保护、过热保护、短路保护。 

· 线路设计及所采用元器件均达到国际标准，稳定性更高。 

· 适用于体育馆、大型演出、迪士高、PUB等。 

· 三年质保。
	MODEL
	A-ONE2200
	A-ONE3200
	A-ONE3600
	A-ONE4400

	Output Power 

 TA 1KHz THD≤ 0.1%
	STEREO
	8Ω
	600W+600W
	900W+900W
	1100W+1100W
	1370W+1370W

	
	
	4Ω
	900W+900W
	1350W+1350W
	1500W+1500W
	1920W+1920W

	
	
	  2Ω 
	1100W+1100W
	1600W+1600W
	1800W+1800W
	2220W+2220W

	
	BRIDGE
	  8Ω 
	1800W
	2700W
	3000W
	3840W

	
	
	4Ω
	2200W
	3200W
	3600W
	4400W

	
	PARALLEL
	2Ω
	1800W
	2700W
	3000W
	3840W

	Frequency range
	20Hz-20KHz   -1.5dB

	Input Sensitivity
	0.77V

	S/N ratio(a-w rms) 
	>90dB 
	>98dB 
	>100dB 
	>106dB 

	Distortion(8ohms 1KHz po=1W)
	Less than 0.01% 

	Distortion(8ohms 20Hz-20KHz po=1W)
	Less than 0.01% 

	Crosstalk at rated output(8ohms 1KHz) 
	>70dB

	Damping factor (f=1KHz 8ohms) 
	>500 

	Protection
	Short Circuit, Current Limited, Dc Fault, Ac Line Fuse, Thermal Cut Off, Soft Start Voltage Limited 

	LED 
	Clip, Protect, Stereo, Bridge, Parallel, Signal

	Cooling system
	Variable Speed Fan 

	Connection
	INPUT: BAL XLR,1/4"JACK; OUTPUT: SPEAKON

	Power consumption half power 8ohms 
	850W
	1250W
	1550W
	1900W

	Power Supply
	200-240V ~50-60Hz

	Dimensions (WXDXH）mm 
	482×450.5×132mm


	产品型号
	A-ONE2200
	A-ONE3200
	A-ONE3600
	A-ONE4400

	输出功率  (EIA 1KHZ 1% THD)
	立体声
	8Ω
	600W+600W
	900W+900W
	1100W+1100W
	1370W+1370W

	
	
	4Ω
	900W+900W
	1350W+1350W
	1500W+1500W
	1920W+1920W

	
	
	 2Ω 
	1100W+1100W
	1600W+1600W
	1800W+1800W
	2220W+2220W

	
	桥接
	 8Ω 
	1800W
	2700W
	3000W
	4000W

	
	
	4Ω
	2200W
	3200W
	3600W
	6000W

	
	并接
	2Ω
	1800W
	2700W
	3000W
	4000W

	频响范围
	20Hz-20KHz   -1.5dB

	输入灵敏度
	0.77V

	信噪比(a-w rms) 
	>90dB 
	>98dB 
	>100dB 
	>106dB 

	失真度(8Ω 1KHz po=1W)
	Less than 0.01% 

	失真度(8Ω 20Hz-20KHz po=1W)
	Less than 0.01% 

	输出状态分离度(8Ω 1KHz) 
	>70dB

	阻尼系数 (f=1KHz 8Ω) 
	>500 

	保护功能
	短路,限幅,直流,交流,过热,软启动,过压 

	指示灯
	削波, 电源, 保护, 立体声,桥接,并接,10DOTS 电平表l

	制冷系统
	可变速风扇 

	连接方式
	输入: BAL XLR,1/4"JACK; 输出: SPEAKON

	半功率损耗 8 Ω 
	850W
	1250W
	1550W
	1900W

	电源
	200-240V ~50-60Hz

	产品尺寸 (WxDxH) mm 
	482×450.5×132mm


