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Features： 

· Perfect high, low frequency protection, greatly reduce distortion, and driver damage rate due tomisoperation. 
· Can be used as full range speaker system, or to combined with subwoofer to get best effect. 
· Excellent for install and mobile application.
· With integrated rigging wide angle components field adjustment can be made. 
· Water-proof use.  
 have 3 models ：

BS52 (LF:1×5" HF:1×1) 

BS62 (LF:1×6" HF:1×1) 

BS82 (LF:1×8” HF:1×1) .

Could be used for school /office /recreation concourse /indoor/outdoors /fixing /hall and karaoke 

	型号
	BS-52
	BS-62
	BS-82

	结构类型(TYPE)
	两路全频，低频倒相（2-Way bass reflex）
	两路全频，低频倒相（2-Way bass reflex）
	两路全频，低频倒相（2-Way bass reflex）

	单元组成(Components)
	LF:1x5" HF:1x1"HF tweeter
	LF:1x6"  HF:1x1"HF tweeter
	LF:1x8"  HF:1x1"HF tweeter

	频率范围(±4dB)(FREQUENCY RESPONSE)
	60-20KHz
	50-20KHz
	45-20KHz

	特性灵敏度级/1M.1W(SENSITIVITY)
	86dB 
	88dB
	88dB

	最大声压级(MAXIMUM SPL)
	100dB Continuous,106dB Peak
	102dB Continuous,108dB Peak
	104dB Continuous,110dB Peak

	标称阻抗(Nominal Impedance)
	8Ω
	8Ω
	8Ω

	功率承受(Powre Handling)
	30W AES 120W peak
	40W AES 160W peak
	50W AES 200W peak

	推荐功放功率(Recommended AMP)
	30-60W(8Ω)
	40-80W(8Ω)
	50-100W(8Ω)

	覆盖角度(Dispersion)(H*V)-6dB
	120°x120°
	120°x120°
	120°x120°

	连接插座(CONNECTORS)
	+,"-"接线柱
	+,"-"接线柱
	+,"-"接线柱

	吊装（Flying and Lifting）
	“52U"形吊挂，2－M6
	“62U"形吊挂，2－M6
	“82U"形吊挂

	箱壳(Construction)
	塑胶箱
	塑胶箱
	塑胶箱

	防护网(Grille)
	喷塑钢网
	喷塑钢网
	喷塑钢网

	颜色（Color)
	黑或白色可选择
	黑或白色可选择
	黑或白色可选择

	外形尺寸(Dispersions)[H*W*D](mm)
	270*175*165
	310*205*200
	420*280*263

	包装尺寸Packing Dimensions[H*W*D](mm) 
	XXX/(One package for2pcs)
	XXX/(One package for 2pcs)
	XXX/(One package for 2pcs)

	净重(Net weight)(Kg)
	2.4
	3.3
	6

	总重（GROSS WEIGHT)（Kg）
	8.0/(One package for2pcs)
	11.5/(One package for2pcs)
	17.5


