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DE
产品特点：

高效率的智能风扇冷却系统
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优质的玻璃纤维线路板

软启动

过载、过热及短路保护

限幅功能是在系统过载时能够很好地保护音箱不致损坏

悬浮/接地开关

输入灵敏度选择：0.77V/26dB/1.44V

XLR、PHONE JACK输入

输出功率(EIA 1KHZ 1% THD)8Ω
为了让我们的使用者更加方便地操作， DE系列功放充分考虑了机器外观的人性化设计，面板增加了声道的电平指示灯，以更准确及更直观地分析功放的工作状态，也便于判断负载的信号强弱。从而更加有效地配合整个音频系统的运行。大部分情况下，功放都会在较恶劣的环境中工作，不过在使用DE系列功放时你无须担心，因为它们不但具备了牢固的机械外壳，而且在完善的线路设计中加入了智能识别软起动、过载、温度及短路的保护，系统中所有的设备也因此得到了保障。
	MODEL
	DE2000
	DE3000
	DE4000
	DE5000
	DE6000
	DE7000
	DE8000

	Output Power 
	STEREO
	8Ω
	200W+200W
	2 × 300W
	2 × 400W
	2 × 500W
	2 × 600W
	2 × 700W
	2 × 800W

	
	
	4Ω
	300W+300W
	2 × 450W
	2 × 600W
	2 × 750W
	2 × 900W
	2 × 1050W
	2 × 1200W

	
	BRIDGE
	8Ω
	600W
	900W
	1200W
	1500W
	1800W
	2100W
	2400W

	频响范围
	20Hz-20KHz-1.5dB

	输入灵敏度 
	0.77V/0dB

	信噪比
	＞90dB
	＞90dB
	＞98dB
	＞100dB

	输出状态分离度
(8ohms 1KHz） 
	＞70dB

	阻尼系数
 (f=1KHz 8Ω)
	＞600

	保护功能
	短路,限幅,直流,交流,过热,软启动
	短路,限幅,直流,交流,过热 过压 软启动

	指示灯 
	电源, 保护, 立体声,桥接 10DOTS 电平表

	制冷系统 
	可变速风扇
	二阶变速风扇

	连接方式
	BAL XLR,1/4"INPUT 5WAY BINDING, SPEAKON

	半功率损耗 8 Ω 
	400W
	600W
	800W
	700W
	850W
	1000W
	1200W

	电源 
	115V/230V  50-60Hz

	产品尺寸 (WxDxH) mm 
	483x390x88mm


	MODEL
	DE3000
	DE4000
	DE5000
	DE6000
	DE7000
	DE8000

	Output Power 
	STEREO
	8Ω
	2 × 300W
	2 × 400W
	2 × 500W
	2 × 600W
	2 × 700W
	2 × 800W

	
	
	4Ω
	2 × 450W
	2 × 600W
	2 × 750W
	2 × 900W
	2 × 1050W
	2 × 1200W

	
	BRIDGE
	8Ω
	900W
	1200W
	1500W
	1800W
	2100W
	2400W

	Frequency
response
	20Hz-20KHz-1.5dB

	Input sensitivity 
	0.77V/0dB

	S/N ratio
	＞90dB
	＞98dB
	＞100dB

	Crosstalk at rated output(8ohms 1KHz） 
	＞70dB

	Damping factor 
(f=1KHz 8Ω)
	＞600

	Protection
	SHORT CIRCUIT,CURRENT LIMITED,DC FAULT,AC LINE FUSE,THERMAL CUT OFF,SLOW START
	SHORT CIRCUIT,CURRENT LIMITED,DC FAULT,AC LINE FUSE,THERMAL CUT OFF,VOLTAGE LIMITED SLOW START

	Indicators 
	POWER, PROTECT, STEREO,BRIDGE 10DOTS LEVEL METER

	Cooling 
	VARIABLE SPEED FAN
	TWO STEPS SPEED FAN

	Connector
	BAL XLR,1/4"INPUT 5WAY BINDING, SPEAKON

	Power consumption half power 8 Ω
	600W
	800W
	700W
	850W
	1000W
	1200W

	Power supply 
	115V/230V  50-60Hz

	Dimensions (WxDxH) mm 
	483x390x88mm



