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DF-735
The DF-735 adapt a new, one-piece MF/HF horn. Combining the horns into a single unit greatly reduces the amount of space dedicated to the flanges, permitting larger, more effective flares.

Equally effective in portable or permanently installed applications, the DF-735 deliver high impact, high definition sound from remarkably compact enclosures.
The DF-735 is a switchable bi-amped/passive 3-way full range enclosure with a front loaded 4" voice coil 15" LF driver, a 2" voice coil 8" MF driver and a 1.7" voice coil 1" HF on a 60°x 40° horn in a trapezoidal cabinet. The DF735 features a wide dispersion pattern, ideal for small to medium clubs.

· Compact 3-way system 

· Horn-loaded MF/HF (60° x 40° dispersion pattern) 

· 15" LF/8" MF/1" HF 

· Full range passive 

· For portable use or permanent installation  
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技术特性： 

* 类型
三路全频，低频倒相，梯形
* 频率范围(±3dB)
45Hz - 20KHz

* 低频极限
－10dB @ 40Hz

* 额定功率
LF：400W AES


MF/HF：150W AES

* 峰值功率
LF：1600W peak              



MF/HF：600W peak

* 特性灵敏度级1M@1W
100dB

* 最大连续声压级
126dB

* 最大峰值声压级
132dB

* 标称阻抗
8Ω

* 推荐功放功率
400-800W(@ 8Ω)

* 覆盖角度(H*V)-6dB
90°x40°

* 低频扬声器
1x15"

* 中频扬声器
1x6.5"

* 高频扬声器
1x1"

* 分频点
内置在1.3KHz 与5.7KHz （开关置向Passive）

外置在1.3KHz （开关置向Bi-amp）
* 箱壳
18mm多层夹板
* 表处
黑色耐磨聚脂漆
* 防护网
喷塑钢网内置多孔透声棉
* 连接插座
两只NL4MP

* 吊装
12-M10（内置）1-Φ36mm支撑座
* 外形尺寸[H*W*D]（mm）
800*(484,238)*513

* 净重(Kg)
33.5

* 包装尺寸[H*W*D](mm)
856*591*565

* 装入数量
1只
* 毛重(Kg)
37.5
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This is adapt a new, one-piece MF/HF horn. Combining the horns into a single unit greatly reduces the amount of space dedicated to the flanges, permitting larger, more effective flares.Equally effective in portable or permanently installed applications, the DF-730H deliver high impact, high definition sound from 

remarkably compact enclosures.

• Compact 3-way system. 

• Horn-loaded MF/HF (30°x 30°dispersion pattern). 

• 12" LMF/ 8" HMF/ 1” HF. 

• Full range passive. 

• For portable use or permanent installation

 · Compact 3-way system 

· Horn-loaded MF/HF (30° x 30° dispersion pattern) 

· For portable use or permanent installation 

· Full range passive 

	工作方式
	前载号角式3分频远程音箱

	单元规格
	LMF : 1x12" 阻抗:8Ω 音圈:3"

	
	MID : 1x8" 阻抗:8Ω 音圈:2"

	
	HIGHT : 1x1" 阻抗:8Ω 音圈:1.7"

	尺寸((HXWXD)
	800mm x (484,238)mm x 513mm

	包装尺寸((HXWXD)
	856mm x 591mm x 565mm

	净重
	33.5Kg

	运输重量
	37.5 Kg

	输入接口
	2 X NL4MP

	连接方式
	Passive

	
	Pin1+: 正极, Pin1-: 负极


	
	By AMP

	
	Pin1+:LF 正极, pin2+:MF/HF 正极

	
	Pin1-:LF 负极, Pin2-:MF/HF 负极

	箱体制作
	18mm夹板箱体，黑色耐磨聚酯漆

	提手
	左右各1,顶部1

	吊装
	9 x M10吊挂点 

	面网
	穿孔钢板(80% 声透率)

	响应频率
	150Hz - 20KHz ±3dB

	灵敏度
	HF : 110dB HMF : 109dB LMF : 107dB / 1W.1M

	最大声压级
	132dB(连续); 138dB(峰值)

	辐射角度
	30 X30

	标称阻抗
	LMF : 8 Ω

	
	HMF/HF : 16 Ω

	功率
	HF : 50W (AES) 200W (PEAK)

	
	HMF : 200W (AES) 800W (PEAK)

	
	LMF :300W (AES) 1200W (PEAK)

	建议功放功率
	HF:100-200W @16Ω

	
	HMF:200-400W @16Ω

	
	LMF:400-800W @ 8Ω

	建议分频点
	LMF/HMF:ACTIVE,500Hz 24dB/octave,Linkwitz-Riley

	
	HMF/HF:ACTIVE,3.7K Hz 24dB/octave,Linkwitz-Riley

	低音补充
	DF730L


DF-730H
[image: image2.jpg]


This is adapt a new, one-piece MF/HF horn. Combining the horns into a single unit greatly reduces the 

amount of space dedicated to the flanges, permitting larger, more effective flares.Equally effective in 

portable or permanently installed applications, the DF-730H deliver high impact, high definition sound from 

remarkably compact enclosures.

• Compact 3-way system. 

• Horn-loaded MF/HF (30°x 30°dispersion pattern). 

• 12" LMF/ 8" HMF/ 1” HF. 

• Full range passive. 

• For portable use or permanent installation

· Compact 3-way system  

· Horn-loaded MF/HF (30° x 30° dispersion pattern) 

· For portable use or permanent installation 

· Full range passive
	工作方式
	前载号角式3分频远程音箱

	单元规格
	LMF : 1x12" 阻抗:8Ω 音圈:3"

	
	MID : 1x8" 阻抗:8Ω 音圈:2"

	
	HIGHT : 1x1" 阻抗:8Ω 音圈:1.7"

	尺寸((HXWXD)
	800mm x (484,238)mm x 513mm

	包装尺寸((HXWXD)
	856mm x 591mm x 565mm

	净重
	33.5Kg

	运输重量
	37.5 Kg

	输入接口
	2 X NL4MP

	连接方式
	Passive

	
	Pin1+: 正极, Pin1-: 负极


	
	By AMP

	
	Pin1+:LF 正极, pin2+:MF/HF 正极

	
	Pin1-:LF 负极, Pin2-:MF/HF 负极

	箱体制作
	18mm夹板箱体，黑色耐磨聚酯漆

	提手
	左右各1,顶部1

	吊装
	9 x M10吊挂点 

	面网
	穿孔钢板(80% 声透率)

	响应频率
	150Hz - 20KHz ±3dB

	灵敏度
	HF : 110dB HMF : 109dB LMF : 107dB / 1W.1M

	最大声压级
	132dB(连续); 138dB(峰值)

	辐射角度
	30 X30

	标称阻抗
	LMF : 8 Ω

	
	HMF/HF : 16 Ω

	功率
	HF : 50W (AES) 200W (PEAK)

	
	HMF : 200W (AES) 800W (PEAK)

	
	LMF :300W (AES) 1200W (PEAK)

	建议功放功率
	HF:100-200W @16Ω

	
	HMF:200-400W @16Ω

	
	LMF:400-800W @ 8Ω

	建议分频点
	LMF/HMF:ACTIVE,500Hz 24dB/octave,Linkwitz-Riley

	
	HMF/HF:ACTIVE,3.7K Hz 24dB/octave,Linkwitz-Riley

	低音补充
	DF730L


DF-730L
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This is adapt a new, one-piece MF/HF horn. Combining the horns into a single unit greatly reduces the 

amount of space dedicated to the flanges, permitting larger, more effective flares.Equally effective in 

portable or permanently installed applications, the DF-730H deliver high impact, high definition sound from 

remarkably compact enclosures.

• Compact 3-way system. 

• Horn-loaded MF/HF (30°x 30°dispersion pattern). 

• 12" LMF/ 8" HMF/ 1” HF. 

• Full range passive. 

• For portable use or permanent installation

· Compact 3-way system 

· Horn-loaded MF/HF (30° x 30° dispersion pattern) 

· For portable use or permanent installation 

· Full range passive
	作方式
	前载号角式3分频远程音箱

	单元规格
	LMF : 1x12" 阻抗:8Ω 音圈:3"

	
	MID : 1x8" 阻抗:8Ω 音圈:2"

	
	HIGHT : 1x1" 阻抗:8Ω 音圈:1.7"

	尺寸((HXWXD)
	800mm x (484,238)mm x 513mm

	包装尺寸((HXWXD)
	856mm x 591mm x 565mm

	净重
	33.5Kg

	运输重量
	37.5 Kg

	输入接口
	2 X NL4MP

	连接方式
	Passive

	
	Pin1+: 正极, Pin1-: 负极

	
	By AMP

	
	Pin1+:LF 正极, pin2+:MF/HF 正极

	
	Pin1-:LF 负极, Pin2-:MF/HF 负极

	箱体制作
	18mm夹板箱体，黑色耐磨聚酯漆

	提手
	左右各1,顶部1

	吊装
	9 x M10吊挂点 

	面网
	穿孔钢板(80% 声透率)

	响应频率
	150Hz - 20KHz ±3dB

	灵敏度
	HF : 110dB HMF : 109dB LMF : 107dB / 1W.1M

	最大声压级
	132dB(连续); 138dB(峰值)

	辐射角度
	30 X30

	标称阻抗
	LMF : 8 Ω

	
	HMF/HF : 16 Ω

	功率
	HF : 50W (AES) 200W (PEAK)

	
	HMF : 200W (AES) 800W (PEAK)

	
	LMF :300W (AES) 1200W (PEAK)

	建议功放功率
	HF:100-200W @16Ω

	
	HMF:200-400W @16Ω

	
	LMF:400-800W @ 8Ω

	建议分频点
	LMF/HMF:ACTIVE,500Hz 24dB/octave,Linkwitz-Riley

	
	HMF/HF:ACTIVE,3.7K Hz 24dB/octave,Linkwitz-Riley

	低音补充
	DF730L



