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DIGI Q321 数字立体声图示均衡器
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DIGI Q312，与其说是一款数字立体声图示均衡器，不如说它是一台功能强大的数字音频处理器。该产品采用了先进的数字处理技术及生产工艺，融31段PEQ、激励扩展、带通滤波器、压限、存储功能一体，配合传统的操作界面、数字“HI-Q”及抗干扰功能，使操作更加方便，控制更加精确。熟练使用它，在任何场合都能给您带来非凡的体验。
· 24-bit DSP 信号处理更精确。

· 20Hz - 20KHz的双31段EQ 图示界面，数字处理，操作简洁，同时也弥补了常规处理器8位PEQ的不足，在任何系统中都能满足您对音色的完美追求。  

· 单独的高通/低通滤波：高通从10 Hz - 410 Hz，低通从10KHz 关闭。通过不同的组合，您可以很方便地搭建您的两分频、三分频或四分频系统；因为是数字处理，分频更准确。  

· 扩展器 音源不理想？Q312的动态扩展来帮您的忙，它还可以为系统噪音进行比值/阀门控制。  

· 压限器 每个通道单独的“砖墙式”压缩器均带有可防止极端瞬变的阀门控制，保证系统不受损坏。

· HI Q 在正常Q 和HI Q情况下，中心频点不变；但是，HI Q 对周边频段影响较小。

· 存储 Q312 可存储四个用户自定义程序设置，在特定系统或环境中方便随时调用。

· AHC 自适应性杂音取消。这是Q312独有的特性。只要进入AHC，因接地引起的烦人的50 Hz /60Hz系统杂音将被大大减小。

· 过载时,限制功能可以起到保护作用,避免扬声器受损。
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	Input Impedance
	
	10K OHMS

	Input Connectors
	
	XLR, 1/4"TRS

	Output
	
	 

	Output Impedance
	
	51 OHMS

	Output Connectors
	
	XLR, 1/4"TRS

	Metering
	
	-24dBu ~ +20dBu

	Power Supply
	
	 

	Input
	
	AC115V/230V 60Hz-50Hz

	Power
	
	20W

	Case Dimension
	
	436x280x88mm

	Number of Channels
	
	2

	Dynamic Range
	
	> 105dB

	Noise Floor
	
	-95dBu

	Signal to Noise
	
	> 90dB

	Power Supply Rejection
	
	> 98dB

	Headroom
	
	+ 20dBu

	Frequency Response
	
	10Hz - 20kHz ±0.5dB

	Channel Gain
	
	-20dB ~ +20dB

	THD+Noise (Un-weighted)
	
	0.005%


