广州市兆韵通声光科技有限公司  www.deton.com

EQ 30 专业均衡器
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Characteristic: 

· 45mm slim potentiometer 

· Feedback locting system  

· Gain switchable(6dB/12dB)

· 40Hz low frequency cut  

· EQ/Bypass 

· XLR

· Function indicator 

· 2x15 band 2/3 octave 

They are newly developed graphic equalizer. Unique design in front panel, advanced and reliable electronic scheme, perfect functions and sound performance show that they are the gems of equalizers.
	Frequency response
	20Hz-20KHz ±1.0dB

	Thdtotal harmonic destortion
	＜0.005% (20Hz--20KHz +3B)

	S/N
	＞80dB


	Equalibriun control
	15band(2/3 octave) 

	Central frequency
	25、40、63、100、160、250、400、630、1K、1.6K、2.5K、4K、6.3K、10K、16KHz

	Alterabal response
	±12dB/±6dB

	Peak LED
	-3dB before clipping

	Filter
	-12dB/octabe(80Hz)

	Power supply
	115V/50-60Hz  220V/50-60Hz

	Power consumption
	10W

	Dimensions(H×W×D)
	483×260×88mm

	Weight
	5.3Kg


EQ 60 专业均衡器
[image: image2.jpg]- nDeecee I

//DETON





Characteristic: 

Slider Control And Easy To Operate

Soft Start For Signals

Flexible Adjustment

Separate Left And Right Channels

Function Indicators

EQ60 Is 31 Bands

They are newly developed graphic equalizer. Unique design in front panel, advanced and reliable electronic scheme, perfect functions and sound performance show that they are the gems of equalizers.

	Frequency response
	20Hz-20KHz ±1.0dB

	Thdtotal harmonic destortion
	＜0.005% (20Hz--20KHz +3B)

	S/N
	＞80dB

	Equalibriun control
	15band(1/3 octave) 

	Central frequency


	20、25、31.5、40、50、63、80、100、125、160、200、250、315、400、500、630、800、1K、1.25K、1.6K、2K、2.5K、3.15K、4K、5K、6.3K、8K、10K、12.5K、16K、200KH

	Alterabal response
	±12dB/±6dB

	Peak LED
	-3dB before clipping

	Filter
	-12dB/octabe(80Hz)

	Power supply
	115V/50-60Hz  220V/50-60Hz

	Power consumption
	10W

	Dimensions(H×W×D)
	483×260×132mm

	Weight
	5.3Kg



