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MEDIA48强大及完善的功能体现出其多功能性，无可否认MEDIA48在多煤体应用中的重要性。专门定制的DSP效果器，可钟对空间大小作出调整及优化不规则声场环境，让人声更能达到理想化。4路话筒接口均为XLR和JACK二用，4路立体声，使用更方便。特别增加的3段EQ，能使声音频响更加宽阔和平滑。可选择的+17V幻像电源开关，满足不同的需要。MEDIA48可用于学校、商务办公及休闲场所、户内/外公共场所、小型安装、礼堂和卡拉OK等。 

· Custom DSP effects processor.  

· 12 inputs in a compact 2U 19″rack mountable package. 

· Combination XLR and jack socket inputs. 

· 4 mic and 4 stereo, 2 auxilliary sends. 

· Balanced inputs and outputs. 

· High and rigid enclosure. 

· Stereo output features LED metering. 

· Frequency response：22Hz-40KHz +/-0.5dB. 

· 3 band EQ. 

· +17V phanton switch.
	Maximum Gain 
	Input to output 

	Mic Input 
	40K ohms, balanced 

	Line Input 
	-40dB to -2dB 

	Stereo Input 
	+20dB unbalanced 

	EQ
	Lo
	Mid
	Hi
	Cut/Boost

	Mic Input 
	60Hz
	2.5KHz
	12KHz
	±15dB

	Stereo Input 
	60Hz
	-
	12KHz
	±15dB

	Frequency Response 
	22Hz-40KHz ±0.5dB

	Distorion
	0.008% @ typical settings / THD @ 1KHz 

	Metering
	peak reading 4 segment 2 colour LED bargraphs 

	DSP
	Reverb mode-3 vocal, 1ADT, 2 reverb, 2 piate delay mode-variable between 10ms to 720ms regen-variable between 0% to 90%. 

	Power Supply 
	230v range ±10% 50-60Hz 70mA max / 115v range ±10% 50-60Hz 140mA max

	Dimensions (WXDXH) mm
	482×450.5×132mm



