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MP系列调音台功能健全、技艺精良以及尺寸极小。采用高级SMT技术将调音台的尺寸制作得更小，也改善了调音台S/N比率的可靠性。因为它们的独特的手柄使得极易移动。去掉手柄后也极可以被放入19ˊ的支架内。他们会是您用于移动演出的最佳的装置。
使用来自于著名公司的高质量元器件，以保证信号质量；低噪音和4580的高增益操作，以及32个效果DSP；带有2×400w功放的功率调音台，均是它的特点。
产品特点：

• 6个镀金的XLRS单音道输入通道，平衡线性输入和嵌入

• 带有48V幻像电源的超低噪音MIC前置放大

• 4个平衡插座的立体声输入通道

• 2个带有60mm音量电位器的额外多功能立体声通道

• 可开关的7段图示均衡器

• 带嵌入的ALT3-4公共线用于主混合和控制室，PFL和60mm主音量控制器

• 极大的动态范围

• 最高信号完整性的平衡输入和主输出

• 带有中音全扫频式（单音道通道）的极悦耳的4段EQ（立体声通道）和3段EQ

• 所有单音道通道上的峰值电平灯和可开关的低切滤波器

• 每通道上的2个AUX发送（AUX1预先/延迟），用于内外效果和监控

• 带有增益控制和PFL的主AUX发送

• 所有通道上的哑音/ALT3-4、独奏设置和衰前监听功能

• 单独的主调音台、ALT3-4，控制室和耳机输出

• 主调音台或控制室/耳机输出的指定的2路径输入

• 高精确度的12分柱形统计图表

• 优质的60mm的松下电位器和密封电位器
	
	MP184
	MP184A

	Mono input channels　

	Mic input
	Electronically balanced,discrete input configuration

	Frequency response
	10Hz to 60KHz ±3dB

	Distortion(THD&N)
	0.007% at +4Bu, 1KHz,bandwidth 80KHz

	Gain renge
	+10dB to +60dB

	Max input
	+12dBu

	Line input
	Electronically balanced

	Frequency response
	10HZ to 60KHz ±3dB

	Distortion(THD&N)
	0.007% at +4Bu, 1KHz,bandwidth 80KHz

	Channel fader range
	+10dBu to -60dBu

	Max input
	+22dBu

	EQ　

	Low
	80dB to ±15dB

	Mid
	100Hz to 8KHz ±15dB

	High
	12KHz ±15dB

	Lo cut filter
	-3dB at 75Hz 18dB/Okt

	Stereo input channels　

	Line input
	Electronically balanced

	Frequency respones
	10Hz to 60KHz ±3dB

	Distortion(THD&N)
	0.007% at +4dBu, 1KHz, bandwidth 80KHz

	Channel fader range
	+10dBu to -60dBu

	Max input
	+22dBu

	EQ　

	Low
	80Hz ±15dB

	Lo mid
	500Hz ±15dB

	Hi mid
	3KHz ±15dB

	High
	12KHz ±15dB

	Main mix　

	Max output
	+28dBu balanced on XLR, +22dBu unbalanced on JACK

	Aux send max, output
	+22dBu unbalanced

	Control room output
	+22dBu unbalanced

	Noise
	-112dB (all channels open,at unity gain)

	Graphik equalizer　

	Frequencies
	60Hz,160Hz,410Hz,1.1KHz, 2.3KHz,6.2KHz,15.6KHz

	Max boost/out
	±10dB

	Power conaumption
	30W
	1200W

	Output power
	　
	2×400W/4Ω

	Power supply
	AC 220-240V, 100-120(option)/ 50-60Hz


