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高效伺服系统电源，可以作为伺服系统在高压下工作
温控高效智能扇冷却系统冷却所有元件，极大的改善它的使用寿命
软启动·接地/悬浮开关·输入灵敏度开关：0.77V，26dB ,1.44V·立体声：当电压双倍时转为桥接，或电路双倍时转为平行单音道模式·

完善的保护（短路、电流过量、过热、直流等等）过载时限制功能可以避免扬声器受损·

XLR/PHONE JACK 输入，SPEAKON，BINDING输出·
	MODEL
	POWER1000
	POWER2000
	POWER3000

	Output Power
TA 1KHz THD≤ 0.1% 
	STEREO
	8Ω
	300W+300W
	350W+350W
	440W+440W

	
	
	4Ω
	400W+400W
	490W+490W
	630W+630W

	
	BRIDGE
	8Ω
	800W
	1000W
	1300W

	
	PARALLEL
	2Ω
	750W
	980W
	1250W 

	Frequency response
	10Hz-50KHz-1.5dB

	Input sensitivity 
	0.77V/26dB/1.4V

	Maximum input level 
	21dBV/9V 

	Input impedance active balanced 
	20K OHMS 

	S/N ratio
	＞90dB
	＞95dB
	＞100dB

	Crosstalk at rated output(8ohms 1KHz） 
	＞70dB

	Damping factor（ f=1KHz 8 Ω）
	＞150
	＞200
	＞200

	Slew rate intemal 
	30V/US
	35V/US
	40V/US

	Protection 
	short circuit, current limited, DC fault, AC line fuse, thermal Cut off, power up/down transients, slow start

	Indicators 
	power(green) protect(yellow) clip(red) Bridge(green) parallel(green)

	Cooling 
	variable speed fan

	Front panel controls 
	Level ACH,BCH     Power switch 

	Rear panel controls 
	Stereo/Bridge/Parallel mode switch,0.77V/26dB/1.4V INPUT sensitivity switch,ground/lift switch 

	Connector
	BAL XLR INPUT, BAL1/4"INPUT,5 WAY BINDING POST, SPEAKON

	Power consumption half power 8 Ω
	370W
	430W
	470W

	Power supply 
	115V/230V  50-60Hz

	Dimensions (WxDxH) mm 
	483x430x132mm



