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T series
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产品特点： 

· 特别结构冷却，无风扇无噪音，更好的使用于录音室用作监控   

· 热切除（85℃保护/82℃工作）   

· 限制器   

· DC 错误电流限制   

· 立体声、桥接和平行模式   

· 输入灵敏度开关：0.77V，26dB ,1.44V   

· XLR   

· 软启动   

· Stereo, Bridge, or Parallel operating modes   

· Signal\clip and limiter LED indicators to monitor performance(T6,T8).   

T Series amplifiers deliver more power and sound while using less energy than conventional amplifiers. And its all in a durable, maintenance-free package thats just one rack spaces(T2,T6) two rack spaces high(T4,T8). 

	MODEL
	T2
	T4
	T6
	T8

	Output Power 

 TA 1KHz THD≤ 0.1%
	STEREO
	8Ω
	2 × 65W
	2 × 130W
	4 × 50W
	4 × 100W

	
	
	4Ω
	2 × 100W
	2 × 200W
	4 × 80W
	4 × 150W

	
	BRIDGE
	8Ω
	200W
	400W
	-
	-

	
	PARALLEL
	2Ω
	200W
	400W
	-
	-

	Frequency response
	10Hz-50KHz-1.5dB
	20Hz-20KHz(0dB,-1.5dB)

	Input sensitivity 
	0.77V/26dB/1.4V

	Maximum input level 
	21dBV/9V 

	Input impedance active balanced 
	20K OHMS 

	S/N ratio
	＞80dB
	＞85dB
	＞90dB
	＞90dB

	Crosstalk at rated output(8ohms 1KHz） 
	＞65dB

	Damping factor （ f=1KHz 8 Ω）
	＞150
	＞150
	＞200
	＞200

	Slew rate intemal 
	35V/US
	40V/US
	20V/US
	20V/US

	Protection 
	short circuit, current limited, DC fault, AC line fuse, thermal Cut off, power up/down transients, slow start

	Indicators 
	power(green) protect(yellow) clip(red) Bridge(green) parallel(green)

	Cooling 
	variable speed fan

	Connector
	BAL XLR INPUT, BAL1/4"INPUT,5 WAY BINDING POST, SPEAKON
	COMBO INPUT ，SPEAKON OUTPUT

	Power consumption half power 8Ω
	100W
	200W
	80W
	150W

	Power supply 
	115V/230V  50-60Hz
	230V 50Hz

	Dimensions (WxDxH) mm 
	482x330x44
	482x320x88
	482x390x44
	482x390x88



