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	产品特点：

	·
	先进的开关模式电源工艺使得性能良好、尺寸紧凑

	·
	功率系数较正（PFC）

	·
	软启动

	·
	低噪音的变速风扇

	·
	内置削波限幅器

	·
	完全保护电路设计

	·
	重量极轻仅为8kg

	·
	灵敏度开关：0.77V/0 dB

	·
	立体声，桥接模式，COMBO 输入，SPEAKON输出

	

	保护电路
DC保护：保护扬声器避免受到次声信号的干扰；
VHF保护：保护扬声器避免受到可听音范围之外的极强、极高的音频的、非音乐信号的干扰；
热切除：预防功放过热
AC 保护：如果线性电压在可操作电压之外，切断电源；
短路保护：输出出错时保护功放；
削波限幅器：预防严重的削波波形抵达扬声器，同时，维持完全峰顶功率。

	VENUS 系列数字音频功放是建立在PWM技术上的，配备有附带了PFC的高效、可靠的开关电源。这样确保了主要的有耐力的负载移交给电源，降低电流失真和电压/电流移位。使得功放性能和输出水平都得以提高，也可避免电源/电压崩溃。相较于常规功放，VENUS的效果更高，为扬声器移交更多的电源，减少更多的热散发。更好的效果使得尺寸、重量和功率消耗大大


	MODEL
	VENUS2
	VENUS4
	VENUS6
	VENUS8

	Output Power   TA 1KHz THD≤ 0.1%
	STEREO
	8Ω
	300W+300W
	450W+450W
	600W+600W
	800W+800W

	
	
	4Ω
	450W+450W
	700W+700W
	900W+900W
	1200W+1200W

	
	BRIDGE
	8Ω
	900W
	1400W
	1800W
	2400W

	Frequency range
	20Hz-20KHz   -3dB

	Input Sensitivity
	0.77V/0V

	S/N ratio(a-w rms) 
	>90dB 

	Distortion(8ohms 1KHz po=1W)
	Less than 0.01% 

	Distortion(8ohms 20Hz-20KHz po=1W)
	Less than 0.01% 

	Crosstalk at rated output(8ohms 1KHz) 
	>70dB

	Damping factor (f=1KHz 8ohms) 
	>100 

	Protection
	Dc Protection;Vhf Protection;Thermal Protection;Ac Protection;Short Circuit Protection;Clip Limiter

	LED 
	Prot(Red);Limiter(Red); Clip(Yellow) 

	Cooling system
	Variable Speed Fan

	Connection
	NEUTRIK COMBO:NEUTRIK SPEAKON

	Power consumption half power 8ohms 
	375W
	575W
	750W
	1000W

	Power Supply
	230V ~ 50Hz

	Dimensions (WXDXH）mm 
	482×306×44mm



